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Zeus 12kV Metalclad Switchgear

      

Maximum System Voltage   kV 12
Rated Power Frequency Withstand   kV 28
Basic Impulse Level   kVp 75
Normal Rated Current  A  630 to 2000
Short Circuit Breaking Current  kA up 40 rms
DC Component 50%
Short-Time Current

  
kA 3secs

 
40

Peak Making Current   kAp

 

100
Mechanical Endurance Performance

   

> 10,000 Operations    

RATINGS AVAILABLE

P&B started developing vacuum retrofit circuit breakers in 1991. Since then, we have become a market leader 
by designing, type testing and introducing many medium voltage vacuum breaker designs to replace air and oil 
break circuit breakers manufactured by a range of UK suppliers.

The fully interlocked design incorporates vertical movement of the breaker for 3 position selection, i.e. service position, 
busbar earthing and cable earthing; with horizontal movement for insertion, isolation and withdrawal. 

The circuit breaker, the current transformers, the busbar chamber and the LV and HV cable compartments are all 
segregated from each other to form a truly “metalclad” design. Busbars are in the lower part of the fixed housing and 
provide the whole equipment with a low centre of gravity and high degree of stability to maximise safety during 
installation. As with all our products, a full installation and commissioning service is always available.

Cubicle width is 650mm for ratings up to 1250A and 800mm for 1600/2000A.
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The Zeus range of indoor air insulated 
switchgear complies with classification 
LSC2B-2M in IEC 62271-200, i.e. it is 
fully metal-clad in accordance with the 
previous standards.  It is designed for 
total reliability, utilising the ABB VD4 
vacuum circuit breaker, which has a 
proven global track record designed to 
achieve trouble free performance over 
many thousands of maintenance free 
operations. Contrary to many designs 
available today, it has a withdrawable 
circuit breaker truck and incorporates 
integral earthing through the circuit 
breaker for both cable connections 
and busbars. 


